
ABC Supply Co. Founders' Dayr

FROM THE FOUNDER OF REAL
TOOL® SNOW GUARDS AND ALL
THINGS SCREWED TO A METAL

ROOF SEAM.

See website for details.

Cast iron's inherently irregular
surface along with corrosion and
residual repairs often make it very
difficult to properly seal.

FOR 3" AND 4" CAST IRON PIPE
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For 3" radon pipe (schedule
30) you must use this adapter

for the UPF

CUT! DROP! GO!

AVAILABLE IN DARK
BRONZE KYNAR® OR

MARINE GRADE STAINLESS

AVAILABLE IN DARK
BRONZE KYNAR®OR

PRIMER

UPFFOR
METALROOFS

US PATENTS D662,230 S 8,484,914 B2

NOTE: 2" EASYSleeve® has both a cap for cast
iron on one end and a cap for copper on the
other. Choose correct cap & cut to length.

The Ultimate Pipe Flashing® is
size specific for PVC, ABS and

some galvanized pipe. For Copper
and Cast Iron, you must use the
EASYSleeve® or EASYFit™.

Easily retrofits Sch. 30 (Radon) to
Sch. 40 PVC

30/40 ADAPTER

THE ULTIMATE
PIPE FLASHING®

MADE FROM ULTRA-
PURE SILICONE, JUST
LIKE SAND, IT'S MADE
FROM SILICA AND IS
100% STABLE IN THE
SUN. MOST OF ALL,
IT'S ALL ABOUT ITS
PATENTED DESIGN.

ALL OUR PRODUCTS ARE MANUFACTURED IN THE USA

“Silicone is virtually unaffected by weather – rain,
snow, humidity, ozone or the sun's damaging ultraviolet (UV) rays”

UNLIKE OTHERS
IT'S 100%

AMERICAN MADE
GO AHEAD AND CRANK IT

YOU'RE NOT GOING TO BREAK IT!
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FOR SEAMS 1 TALL PLUS1 2

The proprietary compression collar
makes a watertight seal for the life
of the roof and accommodates for
thermal movement.

The large Kynar® galv. plate allows
for a truly proper install, 4" sides,
5½" up the roof.

Flat to very steep slopes (18/12+).

Guaranteed watertight for the life
of the roof. See website for details.

Also available in marine grade
316L stainless steel for extreme
coastal environments.

US Patent 9,228,689 B1

US Patent 8,984,822 B1

US Patent 8,898,961 B1

Patented Technology
Acrylic Laminated PVC for Color
Retention and Strength
Compression Fit No-Glue Cap
Makes for Exceptional Strength
3 Flexible Seal Rings for Fit and
Function

INSTALL A NEW PIPE IN TEN MINUTES!

Designed to fit many
architectural profiles up to 0.5
inch.

Made from Almag 35, a pure
certified aircraft alloy, that has
incredible elongation which
makes it super strong.

Custom-made stainless steel
concave and convex opposing
set screws provide superior
attachment.

Available in mill finish (stock)
or call for special order Kynar®
colors.

Angled set screws help
prevent panel damage.

The set screws form an
I-Beam structure in the
patented square pocket
for an incredible hold!

Oval point stainless
steel set screws help
protect the seam from
damage.

Made from Almag 35,
a pure certified aircraft
alloy. Its incredible
elongation makes it
super strong.



US PATENTS D934,409 S 10,927,550 B1

LIFETIME ROOF SYSTEM COMPONENTS

Hartford
Green

Colonial
Red

Matte
Black

Slate
GrayDARKBRONZE

METAL ROOFS
AVAILABLE IN 5 KYNAR® COLORS

TO BE THE VERY BEST!

See website for details.

GUARANTEED WEATHER
TIGHT FOR THE LIFE OF
THE ROOF

110 WIND DRIVEN
MPH RAIN TEST

FOR METAL ROOFS

FOR SHINGLE ROOFS

SNAP-IN FRAME WITH ¼” STAINLESS STEEL SCREEN

4”- 3” REDUCER INCLUDED

4” 26GA GALVANIZED DROP CONNECTOR

DIMPLE LAYOUT FOR
FASTENERS (IF DESIRED)

METAL ROOF PLATE
DARK BRONZE ONLY
SHINGLE ROOF PLATE

DEEP DRAWN 24GA GALVANIZED KYNAR® PLATE

EPDM GASKET FOR A WATERTIGHT SEAL

316L MARINE GRADE STAINLESS STEEL FASTENER CLIPS

BLACK OXIDE STAINLESS STEEL FASTENERS

THE ANGLED BASE ALLOWS FOR CONDENSATION
DRAINAGE AND PROTECTION FROM WIND DRIVEN
RAIN WITH ITS BUILT-IN WIND WALLS & WEEP
HOLES. RECESSED RUBBER DAMPER CUSHIONS
HELP ELIMINATE CLATTER AND ALLOW FOR A
SMALL AMOUNT OF WARM AIR FLOW TO HELP
PREVENT DAMPER FREEZING

AXLE MADE WITH PASSIVATED STAINLESS STEEL

KYNAR® COATED ALUMINUM DAMPER
PREVENTS WHITE CORROSION

SUBCAP IS A HIGH-TEMPERATURE PREMIUM ASA
POLYMER WITH A HEAT DEFLECTION ABOVE THAT
OF BOILING WATER! THIS ASA POLYMER WAS
CHOSEN BECAUSE IT PROVIDES DECADES OF
EXTREME PERFORMANCE

CAP 24GA GALVANIZED KYNAR®

IT TAKES ALL OF THIS

Removable cap for service.
Rubber damper cushions for quieter operation.
Removable snap-in stainless steel screen (for
bath venting only).
Large plate for a leak-proof installation,
sealants or ice and water shield not required.
4" drop pipe and 3" adapter included.
Even the black oxide screws are stainless steel,
for a lifetime of easy cap removal.
Built to truly last the life of the roof.

MADE IN USA
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